BAYLISS AUTOVENT MK. I

Fitting and Setting Instructions

These instructions assume that you will be fitting the Identify the various parts of the unit and decide
Autovent unit to a Greenhouse already assembled. which fitting method you will use.

Look carefully at the following instructions.

MADJUSTING KNOB
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GUIDE TUBE/ ~ PUSHPINTHROUGH  Fgl :\'PbWER TUBE

Remove the vent stay and pin from'the yent. bottom rail and cill bar but carefully save’ all the parts and;
screws since you may need these later when fitting the Autovent unit. ’

SETTING e : - .
After the Autovent is - fitted place’ & thermometer close to the power tube ‘and wart until the temperatute
indicated has settled down to that at which you wish the vent to start opening. Take the weight of the vent
with one hand and-turn-the adjustmg knob. until the vent stays sllghtly open when. itsifull weight is again; .
taken by the Autovent. The unit-is now set and as the temperature increases it will gradually open the vest.:
Check that the vent movement is unrestncted up to the full extensron of the Autovent arms

Periodically put a drop of oil on the Autovent Jomts.

A. FIXING METHOD for most aluminium green houses but not Guernsey, Edward Owen, Baco
Professional, and Hartley

1. Remove the vent from the greenhouse. Normally this can be done by sliding the vent along the hinge slot
in the ridge. Remove the glass from the vent.

2. Mark the middle of the vent bottom rail. Remove the two short round head screws from the short angle
bracket contained in the screw pack. Hold the short angle bracket against the upper surface of the vent
bottom rall so that the middle of the bracket is at the middle of the vent bottom rail. Mark off and drill two
holes -%” diameter clearance through the vent bottom rail. which coincide with the THREADED holzs in the
short angle bracket. Fasten the bracket to the bottom rail with the two screws. See Fig. 2.







